
FOR LIGHT se reserva el derecho de realizar las modificaciones técnicas oportunas con el fin de mejorar las prestaciones del
producto.
Recomendamos consultar con el equipo comercial para aclarar cualquier duda.

IN PRAY
DE-0182-NEG

El acabado de la fotografía puede no coincidir
con el de la referencia. Para identificar el real
ver descripción del acabado.

Descargar formato .ldt /.ies

Haga clic en la imagen para descargar la
etiqueta energética

CARACTERÍSTICAS TÉCNICAS

Tipo: COLGANTE

Índice protección IP: IP20

Fuente de luz 1: 1 x E27
60W
Longitud máxima de la lámpara: 130.00 mm
Diámetro máximo de la lámpara: 85.00 mm

Voltaje / Frecuencia: 100-240V/50-60Hz

Garantía (Años): 2

Unidades por caja: 24

Peso neto (Kg): 0.595

EAN: 8435381449469

MATERIALES / ACABADOS

Material estructura: Acero

Acabado estructura: Negro

http://www.leds-c4.com/fm/DE-0182-NEG.html
http://www.leds-c4.com/ee/DE-0182.pdf


Luminaire
Code DE-0182-NEG
Name Colgante FORLIGHT 60W E27
Measurem.
Code DE-0182-NEG
Name Colgante FORLIGHT 60W E27

Luminaire Flux      453.53 lm Luminaire Power  42.00 W Efficacy    10.80 lm/W Efficiency  71.99%

Lamps Flux      630.00 lm Maximum value  87.37 cd/klm Position C=15.00 G=90.00 CG Double Symmetrical

Round Luminaire Diam. 100 mm Height 240 mm
Round Luminous Area Diam. 100 mm Height 120 mm

Horizontal Luminous Area 0.007854 m2 Emitting area on Plane 180° 0.012000 m2
Emitting area on Plane 0° 0.012000 m2 Emitting area on Plane 270° 0.012000 m2
Emitting area on Plane 90° 0.012000 m2 Glare area at 76° 0.013544 m2

Coordinate system CG Symmetry Type Double Symmetrical
Date 29-07-2016 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 630.00 lm

Operator Asselum T2 Source Voltage [V]
Temperature 25.00 °C Source current [A]
Humidity 60.00 % Photocell
Notes

Luminaire Lamps
Line Code Name Flux [lm] Pow. [W] Q.ty

ECOClassic 42W 230 ECOClassic 42W 230 630.00  42.00 1

C.I.E. 19   44   72   53   72 D DIN 5040 C11
F UTE 0.38 J + 0.34 T B NBN BZ 9
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